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aCone 3.0

Leistungsstarke Abschäumer für den Filtersumpf
Abschäumer der aCone Serie werden in zwei Baugrößen angeboten: aCone 1.5 für Aquarien bis 1500 Liter, aCone 3.0 für 
Becken bis 2500 Liter. Die Dispergatorpumpen der ECO Runner Serie mit Air Wheel zeichnen sich durch besondere Laufru-
he verbunden mit hoher Luftleistung aus. aCone Abschäumer müssen in einem Filterbecken untergebracht werden. Eine 
zusätzliche Pumpe für die Wasserzufuhr ist nicht erforderlich.
aCone 1.5: Gesamthöhe ca. 53 cm, benötigte Stellfläche ca. 35 x 32 cm, ECO Runner 3700, Stromverbrauch 38 W, Luft- 
leistung: 1.200 l/Std., Ausbauhöhe Schaumtopf ca. 54 cm.
aCone 3.0: Gesamthöhe ca. 59,5 cm, benötigte Stellfläche ca. 50 x 40 cm, ECO Runner 6000, Stromverbrauch 54 W, 
Luftleistung: 2.800 l/Std., Ausbauhöhe Schaumtopf ca. 61 cm.

Powerful skimmer for the sump
The aCone skimmers are available in two different sizes, aCone 1.5 for aquaria up to 1,500 litres, aCone 3.0 for tanks up to 
2,500 litres. The ECO Runner venturi pumps including air wheel are very quiet in operation coupled with high air capacity. 
aCone skimmer have to be placed in a filter tank. No additional pump for the water supply is required.
aCone 1.5: Total height approx. 53 cm, required space about 35 x 32 cm, ECO Runner 3700, power consumption 38 W, 
air intake: c. 1,200 l/h (c. 300 gph), foam cup’s height app. 54 cm.
aCone 3.0: Total height approx. 59.5 cm, required space about 50 x 40 cm, ECO Runner 6000, power consumption 54 W, 
air intake: c. 2,800 l/h (c. 700 gph), foam cup’s height app. 61 cm.
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